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Notices

This user manual is intended for administrators and users of the PiXORD PD637 Network Camera,

including instructions for using and managing the camera on your network. The use of surveillance
devices may be prohibited by Il aw in your count
operation of such devices is legal before installing this unit for its intended use.

Before the Network Camera is installed, all the safety and operating instructions should be carefully read
and followed to avoid damage due to faulty assembly and installation. This also ensures the product is
used properly as intended.

Heed all warnings
0 Do not drop or strike this equipment
Sensitive electronics inside the camera are vulnerable to excessive strike.
U Do not install the equipment near any flames or heat sources
Excessive heat could damage this equipment.
U Do not cover cloth or to install this equipment in poorly ventilated places.
Overheating could damage this equipment.
0 Do not expose this equipment to rain or moisture. Do not touch the power connection with
wet hands
Risk of short circuit, electric shock or fire
0 Do not damage the power cord or leave it under pressure
Risk of fire or shock circuit
0 To reduce the risk of electric shock, do not remove the Cover (or Back).
No user-serviceable parts inside. Misusage, improper, and negligence could damage this
equipment. Need to refer servicing to qualified service personnel.
0 Do not continue to ogerate if there appears to be fault.
If the unit ceases to function, contact qualified service personnel for help.
0  All work related to the installation of this product should be made by qualified service
personnel or system installers.
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Liability

PiXORD Corporation reserves the right to make corrections, modifications, enhancements, improvements,

and other changes to its products and services at any time and to discontinue any product or service

without notice. Customers should obtain the latest relevant information before placing orders and should

verify that such information is current and complete. All products are sold subject to PiXORD
Corporationds terms and conditions of sale sup

PiXORD is not responsible or liable for the resale of its products with statements different from or
beyond the specification/parameters stated by PiXORD. Customers are responsible for their applications
using PiXORD products. To minimize the risks associated with customer applications, customers should
provide adequate operating safeguards. PiXORD is under no obligation to provide any further technical
support service or product/software alteration beyond PiXORD's representation.

PiXORD products are not authorized for use in safety-critical applications where a failure of the PiXORD
product would cause severe personal injury or death, unless officers of the parties have executed an
agreement specifically governing such use.

Reproduction of PiXORD information or datasheets with alteration is an unfair and deceptive business
practice. PiXORD is not responsible or liable for any such statements.

Every care has been taken of this manual. If there are any inaccuracies or omissions, please inform your
local office. PiXORD Corporation cannot be held responsible for any typographical or technical errors.
PiXORD Corporation is not liable or responsible for incidental or damages caused by mishandling.

Trademarks
All names used in this manual for hardware and software are probably registered trademarks of respective
companies. PiXORD is a registered trademark of PiXORD Corporation. All rights reserved.

Support
If you require any technical assistance, please contact your PiXORD reseller. You can connect to the
I nternet P iteXwoviR.pixors.cow fertbedow information,
U Download user documentation and firmware updates at PiXORD Support
( http://www.pixord.com/support/support.asp)
U Find answers to resolved problems in the FAQ database. Or contact our FAE at technical
support (http://www.pixord.com/contact2.asp)



http://www.pixord.com/support/support.asp
http://www.pixord.com/contact2.asp
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Introduction

PD637 is a Fish-Eye Vandal Dome Network Camera featured with 2Mega Pixel resolution and superior
H.264-AVC performance and rich functions. PD637 include a fish-eye lens for 360° panoramic wide
angle view without blind spot.

The e-PTZ function include 16 preset points without moving parts, it can execute part of traditional PTZ
camera functions and thus save lot of traditional mechanical Pan/Tilt maintain cost.

The hardware based panorama video processing ability can provide user multiple video modes including
source image, double broad view, triple mode view and quad view.

The PoE feature provides an easy installation through a single Ethernet cable, lessening the installation of
power plugs or extensions.
Further functions include two-way audio and micro SD card support for local storage application.
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Installation

1. Hardware Connection

Prepare a PC with Ethernet link to the network

Connect LAN port (RJ45) of the camera to a network switch/hub

Connect power jack / POE support only for PD637E

Ensure the power adaptor specification matches the power system (110V or 220V) and connect the
adaptor to the outlet

5. Check LED status (Power/Network)

A
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2. Software Installation

The installation of the following software programs are required for the proper functioning of the
device® Web user Interface
The programs are located in the Software Package CD provided together with the device.

IP Installer

The IP Installer is used to locate and configure network cameras and video servers on the LAN. This
utility is useful for conveniently configuring the network settings of the device, or for finding a
device once the network settings have been modified.

To install the IP Installer, from the Software Package CD, select IP installer, then follow the on
instructions to complete the installation.

XVID Codec

An H.264 codec is applied for displaying the video stream and playing the recoded AV files. If the

video stream canodot be displayed or the recorde:
from the Software Package CD.

VLC
Though not necessary, this can be used for viewing the streaming without a Web browser.
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3. Network Configuration

IP Installer is a utility that provides an easier, more efficient way to configure the IP address and
network settings of the devices. It even provides a convenient way to set the network settings for
multiple devices simultaneously using the batch setting function. Moreover, IP Installer can save the
network settings for all devices as a backup and restore them when necessary.

Preparation before IP Assignment

1. Always consult your network administrator before assigning an IP address to your server in order to
avoid using a previously assigned IP address.

2. Ensure the PD637 is powered on and correctly connected to the network.
MAC Address: Each device has a unique Ethernet address (MAC address) shown on the label of the
device as the serial number (S/N) with 12 digits (e.g. 000429-XXXXXX).

M/N:POF0512E030001

T

*0004290000

4.  Although the IP Installer is able to find and configure any PD637 on the LAN except those that are
behind a router, it is a good idea to set the host PC to the same subnet. In order to connect to the
Web-based user interface of the camera, the host PC must be in the same subnet. For more
information about subnets, please consult your network administrator.

Using IP Installer to Assign an IP Address taPD637

1. Once IP Installer has been successfully installed on the PC, double click to run the software.
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2.  Click the [Device Searchlto search the device in the LAN.

| Q IPInstaller V5.0.0 " = i
I _d—.

Device Search

— —

e — ————
Model Wame IP Lddres: 4 MACAddres: Firmrare Subnetiazk Gratewans D31 D32 D33 I;;E
2 |ps00 102.168.2.1168 00-04-20-02-05-4f 2.09_660_test 2552552550 1921682254 1689511 1689511 1680511 20
3 |PLE2IE 102.168.2.117 00-04-29-0b-c1-01 2.0.7_405_08D 2552552550 192.168.2.254 1689511 1689511 1689511 80
Status

3. From the list, select the device with the MAC Address that corresponds to the PD637 that is to be
configured. The MAC Address is identical

4. Double click the select item to open the Property Page or right click the item to select the
[Single Device Setting]

t o

| Q IPInstaller V5.0.0 - = -
_—
T e ]

Model Hame IF Address a MACHAddres Firryware Subnethdazle Cratewray DHEL DHE2 D22 Il;lgﬁ
L L 2552552550 0000 16895.1.1 16895.1.1 16895.1.1 80

Device Search

2 |ps00 19218 0.9_660_test 2552552550 192.168.2.254 16895.1.1 16895.1.1 16895.1.1 a0

3 |PLE2IE 19218 M 0.7_405_C=D 2552552550 1921682254 16895.1.1 16895.1.1 1689511 g0
Single Device Setting
Open wel
Language 2

Status
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5.

6.

Modify the network settings of the camera.

-
asl Property

Device Setting
MACAddress

Firmware

00-30-4-91-47-b3

2.0.0718_test

Froperty

Jleg o 2. B8

|255.255 355 . 0

(0.0 .0 .0
20

[l68. 95 .1 . 1

[lgg. 95 .1 . 1

168,95 .1 . 1

Tsername

Pazsword

ad yiin

Aok

Set

Cancel

Status

IF Address

Subnettdask

Crateywrar

Http Port

DNl

DN32

DN33
Certification

[] Use Custom

After filling in the properties, click [Set] button to complete the configuration settings.

=
S Property - ==
Device Jetting
-30-4£-91-47- Set
MACAdd s 00-30-44-01-47-b3
Firmware 200718 _test Cancel | )
Froperty
IF Address .1eg . 2 . B0
Subnetdask | 255.255 255 . 10
Cratewayr 0.0 .0 .0
Hitp Port an
DNEL [1eB. 95 1 . 1
DH&E2 [laB. 95 1 . 1
D3 [16B. 95 . 1 . 1
Certification
[7] Tze Custom
Usemarme admiin
Pazsword Hokotok
Status




PD637! A SNX& al ydz

7. Click the [Batch Device Settinglto set several devices.

— T

' Q IPInstaller v5.0.0 T o B s
P _m—

| Device Search

Model Name IF Address a MACAddress Fimware Subnethdask Cateway DH&L D22 DH23 Hitp

1-47-b3
Device Search
v N
Q Batch Device Setting p
IngE e s ong
Openweb

Language

Property
IF hddress | 192. 2
Subnetidask | 200 . 455 . 455 |

Cateway jo.o .o

Hitp Port &0
DN21 | 168 . 95
DNEa | 168 . 95

IR | 168 . 95

Increase [P

10
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8.  Language support for Chinese, English and Spanish.

——
'Q IPInstaller V5.0.0 e i3
i —

Device Search

Model Name IF Address o MACAddress Firmware Subneitdask Crateway DNsl DN&2 DNR3 ggﬁ

Device Search

2 |pso0 192.168.2.116

192.168.2.117 00-04-29-0b-c1-01

00-04-29-02-05-1f 192.168.2254 1689511 1685951.1 1688511

192.168.2254 1689511 1685951.1 1688511

Batch Device Setting
Single Device Setting
Openweb

Language

TI(EE)
English(US)

Espafiol

Open the Webbased Ul of theselectedcamera

1. To access the Web-based Ul of the selected unit, run the [Open Wel on the select item.

IP Address a MACAddress
Device Search 014703 200718 _gest
ICA-HMA? : : c-cf-01 2.0.100%_planet_test 2552552550 192.168. 2254 |16805.1.1  |1889511 |16895.1.1
Batch Device Setting
Pa00 5 3 i [2-05-1f 2.09_660_test 2552552550 1921682254 180511 1688511 |1680951.1
PLAZIE Openweb [b-c1-01 2.0.7_405_03D 2552552550 1921682254 1680511 1688511 |1680951.1
PLAZIE ng [b-c2-01 2.0.7_405 2552552550 192168 2254 1689511 1688511 |168895.1.1

Total 5 Devices :

11
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2. For first time user, there will be a prompt to install the ActiveX control. Confirm the installation as it
is required to view the video stream and some operations.

=le s
@v |B hitp://192.168.2.89/ = ‘.@.,‘ ‘r‘ X ‘ @ Bing P '|

S Favorites | 5
etwork Camera 192.168.2.89 &m #% v Pagew Safetyr Tools~ @~

@ This add-on: ‘PControl Activex Control from 'PIXORD CORPORATION'. If you trust the website and the EGW x
Pix‘ R D IP: 192.168.2.89 H264 1600X1200 FPS K bps

@ Done @ Internet | Protected Mode: Off v ®I0% v

3. If the device has been configured correctly, the default Web browser will open to the home page of
the selected device.

QU e e s 8] & x [ 5vg 5~
;‘;r;&'m v [J suggested Sees v @) Web Shice Gallery v

6 Network Camera 192168289 (e v U dm v Pagev Seetyv Tookv @~
PiIXORD i o - . g,

12
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Verify and Complete the Installation from Your Browser

When browsing the Home Page at the first time with the Microsoft Internet Explorer ™, you must
temporarily lower your security settings to perform a one-time-only installation of the ActiveX
component onto your workstation, as described below:

1. From the Tools menu, select [Internet Options]

Set the security level to Low and click [OK].

Type the URL or IP address of your camera into the Address field.

A dialog box will pop up asking if the ActiveX control should be installed. Click [Yes] to start the
installation.

o > DN

Once the ActiveX installation is complete, return the security settings to their original value, as noted
above.

13

Click the [Security] tab and then click [Custom Level] button to see your current security settings.
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Using the Web Ul

Start your Web browser and enter the URL or IP address in the Address field. The Home page of the
camera is now displayed.

O (e o msam [ x [ s 5~
e Favorites | v [ Suggested Sees v ) Web Sice Gallery v
6 Network Camera 192168289 v B v dm v Pagev Sifetyv Tookv @~

"o - -

PiXORD - s = ==

14
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1. Live View

Bit rate

IP address of the camera Resolution
,bﬂmﬁc«mumam N B0 @ i S Tk @

PiXORD e e fre— o

@ Intemet | Protected Mode: Off

Description

Click for configuring the camera settings

Select languages among English, Traditional or Simplified Chinese

DISPLAY MODE
Click on different video modes to display different views

Displays the actual resolution size of the video when checked

MANUAL TRIGGER
Triggers manually a preset event in the configuration page

15
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G@v‘*[g hitp//192168.289/ ~|i] 4 [ x |1 8ing o~
¢ Favorites | i [0 Suggested Sites v i8] Web Slice Gallery v
BNework men 19216280 || B~ B ~C @ v Pager Siieyv Tookv @~

e T -

“PiXORD e =

o 2

@ Intemet | Protected Mode: Off A~ Reox -

Description

Full screen

Listen the audio input from local end

Talk function

Record instant live video

Snapshot the image

16
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Configuration PagesList
Video

u  General

U Advanced

U  External Video Source

Camera
U General
U Advance

Event

U  Event Server
U  Motion Detection

a  1/O ports

U Event Configuration

Schedule

i  General

U  Storage
Network

i  General

0 Advanced

u  SMTP (E-mail)
iU DDNS

System

0  Information

a  User

0 Date & Time

0 Server Maintenance
U  Log Service
Customize

0  Style Layout

17
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2. Video
General
I
Live View Video Camera ‘ Event ‘ Schedule ‘ Hetwork ‘ System ‘ Customize
General Advanced ‘ External ¥ideo Source
0OSD Setting
Enable
Carnera Marme: CH1 | [20 character max)

Date/Time

OSD Setting:Enable OSD to display camera name and date/time on the image.

SETUP LANGUAGE DISPLAY MODE
. ol m oEm e
e g =2 =28

IMAGE SETUP

L]

MANUAL TRIGGER
N%m ‘

The PTZ function will display in Broad view, Quad view, Quad with source view, Double view and Triple

view of Ceiling Mount.

Click on the PTZ icon, the web will popup the control panel to control e-PTZ function of PD637.

18
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Broad view PTZ control panel:

1. Step: Setting the speed of Pan function. (1~10)

2. Pan Arrow: Click to control Pan function.
3. Move the control panel.

4. Close the control panel.

19
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Quad view & Quad with source view PTZ control panel:

~N O o B~ W N B

Step . Izl

rPreset Point :

1 )2 | 3 | 4
s | 6 | 7 | 8
_ 9 | 10 | 11 | 12
_13 | 14 | 15 | 16

“Save || Remove |

. Ch Select the channel. (1~4) & (2~4)

. Step  Sets the speed of Pan/Tilt function. (1~10)

. Pan Tilt Arrow  Click to control the Pan/Tilt function.
. Zoom Digital zoom in/out. (1~10)

. Move the control panel.

. Close the control panel.

. List of preset points. (1~16)

20
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Advanced

I
Live View Video Camera

Event \ Schedule ’ Network \ System l Customize

General Advanced

Stream 1 Setting

RTSP Path: ‘»l.-OVO Irmage Format: H264 e |
Resolution: | 1600 x 1200 ¥ v GOP: |30 (2~32)
Video Mode: iCBVR' v | Frame Rates: |15 (S~15 FPS)

Target Bit Rates: |2000 (1000~6000 Kb)

Save |

Stream 1 Setting:

U  RTSP Path: It is the stream ID used for RTSP client streaming connection, such as VLC player.
(default v0O0)

U  Resolution: 1600x1200, 800x600, 640x480.

U Video Mode: Choose between variable bit rate (VBR) and constant bit rate (CBR)

VBR-> Choose quality level from best to standard, for some environment it is very important to
ensure the video quality level but after selecting video quality level, the bandwidth consumption
will be variable.

CBR-> Choose target bit rate range from 1000kb to 6000kb, for some environment it is very
helpful for network bandwidth management but the video quality will be variable up to the
complexity of video scene.

0 Image Format: 2 kinds of format to choose from; MJPEG and H.264.

U  GOP: Choose the number of P-frame or B-frame between I-frame from 2 to 32, the shorter of
the number indicates the higher video quality you may get, while it will consume more
network bandwidth and storage size.

U Frame Rates (FPS): input the number of frames to display per second from 5 to15.

21
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External Video Source

Live View Video Camera

Event ‘ Schedule

Network ‘ System ‘ Customize

General ‘ Advyanced

External ¥ideo Source List

Hame IP address

Add... | Remove

[ Mote: The raximurm nurmber of external video sources iz 10, )

External ¥ideo Source Setup

External ¥ideo Source

Marne:

IP address:
video Port:
Product Type:
Widea Forrnat
Rezolution:
Rotation:
Audio Enable:
RTSP Path:

Test Video!

MewvideoSource

192,168,2,39

=L

TiPEOD/E0S 606 607/ 614/ 615/ 621/623/625/630/ 634/ 636 W

H. 264 b

16001200

This page is provided to configure and keep other video links (from specified video models) that will be
applied in the web access of the current camera unit, for instance, the application of video conference

To add
model s

an

t hat ar e

applicabl e in

test the existence of destination server and preview the images.

22
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3. Camera

General

B ]

Live View L\ﬁdeo Camera Event L Schedule L Network LSvstem L Customize

General Advanced

Camera General Setting

Brightness: [«Jf | i 1 EI D
Hue: I | 1[0 o
Saturation: [dr i ][] [o
Contrast: [« Tiin 101 [0
Sharpness: [l Lirf 1 m 0

Audio Setting
Audio Enable

Web Record Setting

Save Path:

File Name:

Browse

Web Snapshot Image Setting

Save Path:

File Name:

Browse

Default | [ save

23
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Camera General Setting:
U  Brightness: sets the luminance of image.
U Hue: refers to pure color, it modifies the different display of specific color such as red, green or
blue.
U Saturation: sets the intensity of a specific color.
0 Contrast: sets the difference in color and light between parts of an image.
U Sharpness: sets the sharpness of camera.

The 5 parameters above are referring to image appearance in terms of color/vision. These are adjustable
from this page.

Audio Setting:
U  Audio Enable: Turn on/off the audio.

Web Record Setting:
i SavePath/Filename:Cl i ck on t he ABrowseo button to s
as naming the video file.

Web Snapshot Image Setting:
u Save Path / File name: Click on thetheiBr ows:

snapshot as well as naming it.

Save:
0 Save the changes that have been made.

24
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Advanced

Live View l Video Camera

General

Event Schedule Network System

Customize

Advanced

Camera Advanced Setting:

White balance:

Exposure:

Max Exposure Time:

Max Gain Control:

Infrared(IR) Cut Filter:
Day / Night Threzhold:

Color/Mono Moda:

Camera Mount:

Auto hall

Flicker-fraa 60 Hz ¥ |

1/30 (¥ | s

36 ¥ dB

Auto v

10 ¥ |( Lux , Defsult: 20)
An{tp M

Cailing (¥

White balance: Adjustment to compensate for different environments in terms of light source, user can
choose auto/hold/sunny/cloudy /indoor so that PD637 can determine the correct color compensation due
to different light environment. Be noted that hold indicate that the parameter will apply default setting.

Exposure: Anti-flicker setting for image sensor to fit the frequency of light (power) source. For instance,

the power frequency is 50Hz for most European countries, while 60Hz is typically for US. This setting is

therefore regionally different. Note: Default setting is 50Hz
Max Exposure Time: Referring to the shutter speed.
Max Gain Control: The amplification factor for the incoming light.

25
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Infrared (IR) Cut Filter: The default is automatically switched according to the light intensity. Enable
indicates the filter is enable to cut IR light to make sure the color is correct, Disable indicates the filter is
disabled and allows the infrared (such as IR LED illuminator) to enter the camera to execute low lux
surveillance application,

Day / Night Threshold: The threshold to change Day or Night mode, default is 20 lux, it indicate that
when the lux is lower than 20 lux, the camera will automatically change to night mode and allow Infrared
to enter the camera.

Color/Mono Mode: The default is automatically switched according to light intensity. It can also be
forced to display color image even in a low light environment.

Camera Mount: Choose camera mounting type; Wall, Ceiling.

Wall Mount: Choose Wall mount type, Go back to Live view, there are 4 kinds of video layout to choose
including Original view, Broad view, Quad with source view and Triple view.

DISPLAY MODE

EIEIENE

26
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3. Quadwith source view: 4. Triple view:

Ceiling Mount: Choose Ceiling mount, Go back to live view, there are 6 kinds of video layout to choose
from; Original view, Broad view, Quad view, Quad with source view, Double view and
Triple view.

=\o 5 =g =

1. Original view:

27
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3. Quad view:

5. Double view:

28
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4. Event

Live View ‘ Video ‘ Camera Event Schedule ‘ Metwork ‘ System ‘ Customize

Event Server Motion Detection ‘ I/0 Porks ‘ Event Configuration

Event Server List

Hame Protocol Hetwwork hddress Upload Path User Hame

| AddFTP.. || Remove

[ Mota: The rasimum nurmber of event zervers iz 10,

29
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Event Server

AddHTTP.. Remove |

[ Meate: The raxirurm number of evant sarvers iz 10,
FTP Server
Marme: MewFTRPSarver
Metwork Addrezs:
Upload Path:
Port: 21
Login Information
Uzer Mare: Guest

Passward:

Click on the [Add FTP] to expand FTP server setting.

FTP Server:
U Name: Give a name for the FTP server
U Network Address: Input the network address of the FTP server
U  Upload Path: Choose the desired upload path for events
U Port: Input the port number of the FTP server

Login Information:
U Username / Password: Input the username and password of the FTP

30
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P e —
ﬂddFTP_, |dr_. ................................................................................... ._ T

[ Mate; The rmasimum number of event servers iz 10,

HTTP Server
Marme: MewHTTPServer
URL: http:dy

User Marme:

Pazzwaord:

Sauel

Click on the [Add HTTP] to expand HTTP server setting.

HTTP Server:
U  Name: Give a name for the HTTP server
U URL: Input the network address of the HTTP server
U Username / Password: Input the username and password of the HTTP

|
Live View | Video | Camera Event Schedule | Network | System | Customize

Event Server Motion Detection ‘ 10 Ports ‘ Event Configuration

Event Server List

Hame WOr ESS r Hame

<TIEWFI‘PSE1:vE1: FTP Guest
wHTTP%e... HITFP htcp: /Y

AddFTP.. AddHTTP.. K Remove |

[ Mote: The rasirmum number of event servers iz 10.]

Click [Remove]to delete selected event servers. (Circled in red)

31
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Motion Detection

| me—

Live View | Video | Camera Event Schedule ‘ Network ‘ System Customize

Event Server Motion Detection 1/0 Ports \ Event Configuration

Refresh

Motion Detection List

Windows Area Hame

1

@)=
(o

" The rmaximum number of motion detections iz 10,
Set Mew Motion Detection Area
1. Click 'Add' and renare the windows area,
2. Drag a detection area on the image, )

To add a motion detection area:
1. Click on [Add] to set up a detection area.
(Set up panel will be expanded)
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Motion Detection Setup 2

Windows Area Mame: CefaultWindow 6 |
Trigger Level 3 — IIII':' |
Sensitivity MMl

o |

—

amaitjvity value:0~100[low~High] )

4
Colar:

'@} View All Windows

O View Selacted Window

2. Give a name to this window area.

3. Select the trigger level and sensitivity for this detection window. (0~100, low~high)
4. Select color for detection window.

5. Draw detection window on the image.

Live View i Video | Camera Event Schedule I Network ] System Customize

Event Server Motion Detection / Mask 1/0 Ports | Event Configuration

_Refresh |
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6. Once everything is done, click on [Save]to save the configuration made.
Configured detection window will be displayed in motion detection list. (Circled in blue)

Motion Detection List

Window= Area Hame

< DefaultWindow >

Add| [Del|

[ Mote: The maximum number of rotion detections is 10,
Set Mew Motion Detection Area

1. Click 'Add' and renarme the windows area.

2, Drag a detection area on the irmmage, )

Note:
1. Maximum number of detection window is 10.
2. Motion Detection windows need to be modified if users changed video layout.
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I/O Ports

This model supports Lphoto-c oupl ed r el ay i nputl/® Teammndl Cannecteréda f oo u tdeu tas ,|| e

description and application. The tab shows the status of them; with external trigger/alarm devices.

| mOT——
Live View L\hdeo L Camera Event Schedule Network | System I Customize
|~ —
Event Server | Motion Detection 1/0 Ports Event Configuration

Input Ports Setting

Name: Inputl
Current State: high
Output Ports Setting
Name: Outputl

Current State: low

35




PD637! a SNX& al ydz

Event Configuration

Add... | Remove |

t The maximum number of events iz 10,
Fu=FTP Upload, Eu=Erail Upload, Du=Cisk Upload, &=0utput Port, En=Email Motification,
Tn=TCP Wotification.

Event Type Setup

Marme:

Set min time between triggers: [rmax 23:59:59)

000000

FRespond to Trigger

During time between
Sun Man Tue Wed

Start Time ! [max 23:59:59)

Duration ! [max 162:00:00)

Trigger by

When Triggered...

[+ u

Select Upload type: W

[] activate Cutput Part

Ernail
Disk

@D

1. To add an event trigger, click on [Add] and setup panel will be expanded.
2. Give a name to this event.
3. Set the time interval between each trigger.

5

Send Email Motification

|:| Send

Matification [TCP)

4. Setthe time periodfort he tri gger. Choose AAl wayso or ADur
5. The trigger condition is Motion Detection.

The responding actions can be AUpload i mageso
ASend Email Notificati obhoaddrse nilSéeled slADEP NMdti if

6. Click on [Save]to save the configuration made.
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5. Schedule

General

Define the day (specified by days of a week) and time (specified by each single hour) for that will be
recording during the scheduled period. Note that only video data will be recorded. User can select which
video stream should be recorded, and the size of each sliced file. When the check box is ticked and setting
Is saved, recording process starts. Recording files are saved to the Micro SD storage.

I
Live View LVIdQO LCamera LEvent Schedule Network I System L Customize

General Storage
Enabled
Stream: @ 1
Slice File Size: l—_s_o—t} (MB)

Save Device Type: Local Disk

. Scheduled

' Save |
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Storage

Display the storage information, includes disk size info, type and status. The warning message shows
when recording is on process; Micro SD card should not be removed during the recording process.

Live Yiew | ¥ideo Camera | Event Schedule Network | System | Customize
General Storage
Disk Status
Madel Marme: fdew/mmecblkopl
Total Size: 1929024 KB
Uzed Size: 178585864 KB
Free Size: 140160 KB
Cisk Type: Sh
Disk Status: recording
Refresh Browse Remove Event Images
The system is recording now, please stop recording first!
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6. Network

General

Device | P configuration, 1incl udes enabkdelicetoaccept St a |
ARP or ping packets from the network. Disable this option may provide extra security from intentional

ping.

Live View ‘ Video | Camera ‘ Event ‘ Schedule Network System | Customize

General Advanced | SMTP{E-Mail}) ‘ DDMNS

O DHER Service

@ Static IP Address:

IP Address: 192,168.2.104
Metrmaszk: 255,255.255.0
Fateway: 192,168.2. 254
DHS 1: 168.95.1.1
DME 2 168.95.1.1

) PPPOE:

Uszer Marme:
Password:
[Mote : Please make sure 'Ermnail Setting' has beean set!)

[“]Enable ARP/Ping

Save

39




PD637! a SNX& al ydz

Advanced

Enable or configure other network functions.

Event I Schedule Network System | Customize

Live View i Video LCamera

General Advanced SMTP({E-Mail) | DDNS

NTP Configuration
(O oObtain NTP server address via DHCP

(’:3 Use the following NTP server address:
Metwork address: time, stdtime. gov.tw

(host name or IP address)

HTTP Setting

HTTP Port: 80 | (0w~ es535, Default : 80 )
RTSP Setting

RTSP Port: 554 | (0~ 65535, Default : 554 )

UPnP Notification
Enable UPRP
NAT Traversal Setting

[:] Enable NAT Traversal

Save |

NTP: Configure a NTP (Network Time Protocol) server, so that the device system date and time can be
synchronized with a specified Time Server or DHCP server.
HTTP: set the HTTP port that will be applied for Web Ul access.
RTSP: set the RTSP (Video) port for video data transmission.
UPNP: Enable UPnP, so that the device can be discovered in an UPnP Compliant Network.
NAT Traversal: Enable NAT traversal, so that client from Internet can have access to the devices behind
the Router.

Note: with UPnP enabled, the IP Sharing device (Router) capable of UPnP function will automatically be
noticed with the deviceds NAT port.
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SMTP (E-Mail)

Configure an email host in the device that will send an email on behalf of the configured email account in
a circumstance like sending an email notice to a specified mail address (Event Configuration). Complete
the Mail Server, Server Port, Authentication information (if required) and the sender email address.

Live View ‘ Video | Camera ‘ Event ‘ Schedule Hetwork System Customize

General ‘ Advanced SMTP{E-Mail) DDMS

SMTP {email) Setting
Mail Server: smtphostyourdamain.name
[hast marme or IP addreszs)
Server Port: 25 [0..65535]

|:| Authentication

User Marne! usernanme

Pazsword: PP
Frorn [ Ernail Address 1 username@yourdomain.name
Send email to: rmailto@rnailto, com

Test

Save
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DDNS

Dynamic DNS configuration; the network device can be assigned with a host name by registering this
service (Internet access required).

Host Name: Assigned name that will be used for access to the device

User Name/Password: Account authentication for logging to this service

Update Time: Periodically, the device updates its access info to sever in the configured time.
Response: the device responds the connection info.

Live Yiew | ¥ideo ‘ Camera | Event | Schedule MNetwork System Customize

General | Advanced ‘ SMTP{E-Mail) DDNS Wireless

Dynamic DNS Setting

[] oows Enable

Host Marne: hostnarne

(Link to_http:/ /wwrw.dyndns.org)

Uszer Mame: username

Password: sessnenn

Update Time: &00 [ E00~36400 Seconds )
Fesponze: no

Save
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7. System

Information

Lists—System and Network configurations

e
Live View | Video L Camera Event Schedule | Network l System Customize
Information User L Date & Time | Server Maintenance [ Log Service
System
Model: PD637
System up time: 2000-02-25 14:53:31
Firmware version! 2.0.0_0503_test
MAC Address: 00:04:29:@0:00:11
ActiveX Control version: 1.0.1.144
Ethernet
Status: Connected
Mode! STATIC
IP Address: 192.168.2.107
Metrnask: 255.255.255.0
Default Gateway: 192.168.2.254
PPPoE
Status: No connection
IP Address: none
DNS Server
Primary DNS 1P address: 168.95.1.1
Secondary DNS IP address: 168.95.1.1
DDNS
Status: no
Refresh |
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User

Sets the users for accessing the network camera for viewing and configuring the device.

Enabling anonymous login allows guest users access the Web User interface without any authentication.
Note: For configuration settings an Administrator username and password is still required. The default
username and password is admin/admin respectively.

| o
Live Yiew ‘ Yideo Camera | Event | Schedule | Metwork System Customize
1 —
Information User Date & Time | Server Maintenance Log Service
User Setting

DEnabIe ananymous lagin (o user name or password required)

User List

User Hame User Group

admin Administrator
Add... Remove

Save
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Date & Time

System date/time configuration. Options of synchronizing with PC and NTP server are provided for
automatic adjustment.

Live View ‘ Video ‘ Camera ‘ Event ‘ Schedule ‘ Hetwork System Customize

Information ‘ User Date & Time Server Maintenance Log Service

Current Server Time

Date: Tirme:
Set Server Time

Time Mode:

{*:’::' Swnchronize with computer time

Crate: Tirme:

(O synchronize with NTP server

Tirme zone!

O Set Manually

Crate: 2010-11-22 Tirme: 16:04:29

[ex: 2008-01-01) [ex: 01:00:00)

Save |
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Server Maintenance

This page provides functions for the system maintenance of the device; Reboot and Load default
settings, as well as functionalities of launching upgrade process, backup/restore user settings and
language defines.

| —————————————
Trifoama alion | ser | Drale B Tiomie S rrerMa nle nan ce Log Service

fMantain Sersee

Ridio ot Losd default |

Rrmmavare Upgrade

Modek 63 FE

L L T RE T By LD F1E_tmet
Mo addrase 0l =3 =401 =47 b3
AT Vel Ver Zion- L0114

Specifu the fimw are ko upgrade;
Browise Upgrade
Bacloup
Swwe ol paramesters snd use rdefined soripks to s backup fle Bsckup
Upload Setting
Uz a saved backoup fil e to retrn the unit To & prewious configuration.

Spacify the backupfila to use
| Browne__| Upload |
Add Language
Choosalanguage: Ba&R hi

Ger: alanguage £l fom Slang/en'lang js

Szl act language flke to upload

|_Errome | Upload Language ]
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Log Service
Most system operations and / or process will be kept in a log system. The link provides the review of

these records.

1
Live View ‘ Video | Camera ‘ Event ‘ Schedule ‘ Hetwork System Customize

Information ‘ User ‘ Date & Time ‘ Server Maintenance Log Service

Reports

Server Report Parameter List

47




PD637! & SNX A&

al ydz

8. Customize

This page provides the user features to customize the outlook of the web user interface
There are two types of layout settings; use default look or use custom settings.

| ——
Camera ‘ Event | Schedule ‘ Network ‘ System Customize

Live View ‘ Yideo

Live Yiew Layout Setting

'G} Use Default Loak O Use Custorn Settings
User Defined Links
DSth Custorn Link 1
Marme: Custar Link 0O URL: |Rttpefs
DSth Custorn Link 2
Marme: Custor Link 1 URL: |Rttpefs
DSth Custorn Link 3
Marme: Custarm Link 2 URL: |Rttpefs
DSth Custorn Link 4

Mare: |Custorn Link 3 URL: |Rttpefs

Save

Use Default Look:the default layout of live/configuration pages.
UseDefined Links: Web link(s) will be presented on the live page when enabled. It can be a link to
another IP camera for instance, or other preferred web link.

48




PD637! & SNX A&

al ydz

Use Custom SettingsThe modifications allowed are change of Background / Text Color, Background

picture, Title, Description, Logo Link and Logo.

Live Y¥iew Layout Setting
O Uze Default Look
User Defined Links
I:lShow Custor Link 1
Marme: Custarn Link O
I:lShow Custor Link 2
Marme: Custarn Link 1
I:lShow Custorn Link 3
Marme: Custarn Link 2
I:lShow Custorn Link 4
Marme: Custarn Link 3
Custom Settings

Modify the Default Look:

@ Use Custorn Settings

URL: httpids

URL: httpids

URL: httpids

URL: httpids

Background Caolar: @Default OOwn: White |%
Text Calar: @Default OOwn: Black i
Background pickure: @None
OExternal: http i fd
Title: @None ODE'F-EL”t
) own: | Title
Description: @None ODE'F-EL”t
OOwn: Description
Lage Link: @None ODE'F-EL”t
OOwn: http i fd
Logo: O Maone @ Default

O External: |http:/d

O ouwn

Select image file to upload:
Upload
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FAQ

I/O Terminal Connector- Pin Assignment

HiH|

@'! I/O terminal
H A | Network

~=

Pin Function Description

1 COM Digital output implementation; Pin2 to COM (Pin1l) is a Photo-coupled relay on Normal

2 RELAY-NO | Open status. External device can directly connect to the terminals. However the current
that will go throught he 2 nodes must not exceed 1
connected to the terminals as an implementation. In this case, current (or/and voltage)
limitation is specified by the external Relay.

3 GND Connect to GND to activate, or leave floating (or unconnected) to deactivate.

4 DIGITAL-IN

5 GND PIN with a short wire connecting two revert to factory default settings.

6 DEFAULT

50




PD637! a SNX& al ydz

1 DCas
Fe |
L] WIS L

hotiva
Coatral

Ligzics |

J
1

Restore Factory Default
To restore factory default, please follow the steps:
Unplug the power jack to turn off the camera

Short pin 5 and pin 6 with a wire

Plug in the power jack to turn on the camera. The power LED will start flashing in a short while.

A wo NP

Break the short when the LED starts quick flashing. Wait for a few minutes the device should be set back to

factory default.
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