






Q
u
ic

k 
In

st
al

la
ti
o
n
 G

u
id

e
E
n
g
lis

h
4 Channel  (Basic)
Network Video Recorder

14

Set up Password

The default login username and password is admin/admin. To change 
the password of the admin account, go to “Setup” --> “System Con-
figurations” --> “User Account”, click on the “admin” account in the ac-
count list then press the “edit” button to change its password. Finally, 
click “Apply” to save the change.
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Automatic Search: 

1. Click the “Search” button to perform the camera search. You 
should be prompted to install Active Control component in order for 
the search to function properly. Go ahead and click “Install”

3. Found cameras should be listed and simply select a camera from 

4. Its corresponding information should be displayed in the “Camera 
Information” section. Enter its username and password and select 
the channel ID and name the camera.

Add a Camera

2. After that, the search should begin and its status should be dis-
played:
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5. Click on “Detect” to establish connection between the recorder and 
the camera. If connection establishes successfully, camera’s detailed 
information should be polled and displayed as below

6. Adjust its video format, frame rate, resolution or bitrate…etc if you 

Add a camera manually

 Simply follow the instruction described above but instead of 
using the “Search” function, enter the camera’s IP address and cre-
dential in the “Camera Information” manually, then follow step 5 ~6 
described above.

Enter manually

1.

2.
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Recording 

and when a recording is performed and the quality of different types 
of recordings performed on each channels. It can help the recorder to 

when it’s necessary with adjustable recording frame rate.

• Pre-Alarm/Post-Alarm recording length
• Recording frame rate
• Enable/disable different recording types on different cameras
•  Enable/disable audio recording
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alarm” time for event recordings. The “pre-alarm” time sets the NVR 
to record in advance when an event is triggered. The “post-alarm” 
time sets the NVR to continue recording for a period of time after an 

Recording frame rate allows you to set different frame rate for dif-
ferent types of recording instead of recording at one frame rate only. 

rates for a particular recording type

The “Camera Recording Setting” section allows you to turn on or off 
a particular recording type on any channels.

* The “Pre-alarm” function only 

works when the “Continueous” 

recording is also activated. 

The section at the bottom of the page allows you to disable audio 
recording (record video only) of particular channels.
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Schedule Recording

Here you can define the time range of the schedule recording for all 
channels. 

To configure a schedule recording:

1. Use the “Channel” drop-down menu and select a camera first

2. You can use the schedule table to set the time range. Click the 
cell boxes then move horizontally lets you set what hours to perform 
recording during a day. Click and move vertically lets you set what 
days to perform recording at a specific time. 

* Each cell box represents 15 minutes of time. Click one or more boxes to 
omit consecutive recording



Q
u
ic

k 
In

st
al

la
ti
o
n
 G

u
id

e
E
n
g
lis

h
4 Channel  (Basic)
Network Video Recorder

20

3. You can also use the “Quick Configuration” to define recording 
time range instead of clicking cell boxex one by one on the time ta-
ble. Simply check what days you would like to perform recording and 
specify the recording duration by either choosing “All Day” or enter a 
start and end time for specific recording duration.

4. Select the “Copy to” option if you would like to set the same re-
cording schedule to another camera. 


